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ROKKER® XXR
350w BlueTooth® Controlled 
Amplifier Kit for 1998-2018  

Harley® RoadKing

#JAMP-350RK14-BLU

Installation   
Instructions



Installation and Instructions

1. Remove the headlight, ignition switch cover, seat, fuel tank, both 
saddlebags and both plastic frame side covers to basically strip the 
RoadKing down for audio system install. (Photo-A)

Product Description

This exciting new J&M 350w BlueTooth controlled amplifier kit has 
been designed specifically for use on the 1998-2018 Harley®  
RoadKing.

Simply link your SmartPhone to the weatherproof handlebar control- 
ler via Bluetooth and control all volume and track up/down music 
functions direct from the handlebar buttons.

This is a full range class D audio amplifier and is spec’d at 175watts 
RMS per channel X2 channels, (350w total) driven continuous into a 
2-ohm load @ 14.4vdc.

Amplifier mounts to the custom made stainless steel bracket system 
inside the left saddlebag.

BlueTooth control mounts to the black-powder coated SS handlebar  
bracket.

Custom made heavy-duty plug-n-play wiring harnesses are all built at 
the J&M factory in Tucson for this specific application, to allow con- 
nection to either 2 or 4 total speakers on the RoadKing.

Wiring harness system includes waterproof plugs/pins at each loca- 
tion including the left side saddlebag panel connector (like CVO) & 
Bluetooth control head connections.

Top quality heavy gauge power/ground wires are used for the fused 
battery connection, along with all necessary mounting hardware & 
complete installation/operation instructions.

Amplifier itself measures 7 ¼” X 4 ¾” X 1 ¾”.

2. Remove the two bolts holding in the left side fuse 
block and pull this fuse block out away from the frame 
about 3”. (Photo-B)

3. Begin by placing the long main wiring harness,  
behind the main fuse block as a starting point, fishing 
the large plug on the one end, behind the frame post 
and toward the rear fender/saddlebag position and 
secure with tie straps. (Photo-C)
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4. Then route the forward part of this harness under 
the frame crossmember in front of the battery, up into 
the plastic wire harness holder (that runs all the way 
up to the fork-neck) forward all the way to a position 
inside the headlight housing. (Photo-D)

5. Push the fuse block back into the frame and rein-
stall the two attachment bolts and tighten.

6. Remove the fuse from the large fuse holder and 
connect the 10ga red wire to the positive post of the 
battery. Then locate the frame grounding point, just 
forward of the battery and connect the main black 
ground wire to this frame bolt connection. (Photo-E) 
Then re-insert the fuse into the main red fuse holder.

7. Route the right saddlebag speaker wire to the right 
side of the frame, underneath the crossmember and 
along the frame rail to the rear portion of the saddle- 
bag position and secure with tie straps. (Photo-F)

8. Remove the two bolts from the left handlebar 
control cluster and by using the longer bolts and spac- 
ers provided, mount the Bluetooth controller in position 
and secure. (Photo-G)
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9. Then route the cable from the Bluetooth controller down the 
handlebar to the connection location inside the headlight housing 
and plug-in the corresponding plugs from the J&M and Harley wiring 
harnesses inside the headlight housing. (Photo-H) At this same time, 
plug-in or wire-in (depending upon year/model of your RoadKing) the 
switchable power source connection for the system, also inside the 
back of the headlight housing.

10. If you have installed OR are installing lower or 
upper front fairing speakers, locate the included front  
speaker wiring harness, plug the 4-pin black plug into 
the corresponding plug inside the headlight harness, 
and then route the wires to the left and right side front 
speakers and connect. (Photo-I)

11. Place the right-side saddlebag on a good clean 
padded bench to protect it from scratches to the paint 
etc. Locate template #1 in the instruction manual for 
the 1998-2013 saddlebags or template #3 for the 
2014-2017 saddlebags, cut this template out using 
a pair of scissors, hold it up against the inside of the 
right saddlebag and mark the center of the 53/64” 
hole to be drilled for the right saddlebag lid speaker 
wire. (Photo-J) 

12. Once the hole is drilled, route the right saddlebag 
lid speaker wire thru the hole, (with grommet dome 
pointing outward) around the inside back of the bag, 
under the fabric tether, all the way to the speaker and 
connect. (Photo-K)

(If your saddlebag lid speakers use spades only for 
the wire connection, cut off the 2-pin push plug, 
strip and crimp 1 large and 1 small spade connec-
tor to the ends of the wires. The solid blue wire is 
speaker “+” and the blue wire with the black tracer 
is speaker “-“.)
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14. Place the left-side saddlebag on the padded bench to protect. 
Cut out template #4 from the instruction manual for the 2014-2017 
Harley saddlebag, OR template #2 for the 1998-2013 Harley saddle- 
bag. Hold it up against the inside of the left saddlebag and mark the 
oval opening to be drilled/cut into the saddlebag to allow for the main 
wire harness weatherproof plug assembly to be installed. (Photo-M)

15. Now mark center and drill a ½ “ hole at both 
ends of the marked oval. Then using a small router bit 
inserted into a Dremel tool, rout out the oval opening 
from the inside along the lines you marked from the 
template. (Photo-O)

16. Then drill a 13/64“ hole on each end of this 
opening, as per template #2 or #4. Then using the two 
black screws provided, secure the main wiring harness 
plug into the saddlebag. (Photo-P)

13. Secure the wire inside the saddlebag, in position, 
using the pre-gummed wire/tie strap holders. Then 
carefully insert the wire grommet properly into the 
53/64” hole so as to prevent moisture from entering 
the saddlebag. (Photo-L)

17. Place the amplifier with bracket installed into the 
very back portion of the saddlebag and once lined up 
into the proper vertical position, pull back out, peel the 
backing off of the applied double-sided sticky tape, 
then place back into the rear portion of the saddlebag 
and press firmly into place. (Photo-Q)
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18. Now connect all wire plugs and connections to the amplifier, us- 
ing the interchangeable amplifier plug harness “A” if you will be using 
only TWO saddlebag lid speakers, or amplifier plug harness “B” if you 
will be connecting 4-speakers to the system. (Photo-R)

19. Wrap both RCA-RCA connections with black electrician’s tape 
and then secure all wiring with the zip-ties provided. (Photo-S) Then 
route the left saddlebag speaker wire under tether, to the speaker 
and plug-in & then secure speaker wire in position, using the pre- 
gummed wire/tie strap holders. 

(If your saddlebag lid speakers use spades only for the wire con-
nection, cut off the 2-pin push plug, strip and crimp 1 large and 
1 small spade connector to the ends of the wires. The blue wire 
with orange tracer is speaker “+” and the blue wire with the silver 
tracer is speaker “-“.)

20. Secure the included fabric-wrap protective cover to the amplifier 
mounting bracket with the small plastic push plugs provided, making 
sure to place all wiring behind the fabric cover, so that you can still 
use the left saddlebag for storage items without snagging, unplugging 
or damaging the audio system wires inside. (Photo-T)

21. Now remount the left side saddlebag, while plugging in the main 
wire harness connector into the back of the saddlebag. (Photo-U)

22. Remount the fuel tank, secure with the four original bolts, then 
reconnect the electrical plugs, hoses etc. to the fuel tank. 

23. Now switch the ignition knob to the ACC position, turn on the 
Bluetooth controller, then link your smartphone to the controller and 
set the phone to play music from your chosen app or on-line music 
application.

24. Test full system operation by tracking forward and back and 
adjusting volume up and down with the handlebar controller.

25. Return the ignition dial back to the off position and reinstall the 
headlight assembly and the seat.

Important Programing Note: The amplifier gain and frequency  
response adjustments have been pre-set at our factory for this spe-
cific Harley Davidson audio system application, using speakers with 
an impedance of 2-ohms. Should speaker impedance load change, 
alternate adjustments can be made by removing the small sticker 
that is placed over the amplifier’s input gain control screw.
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Drill 53/64” Dia. Hole

13/64” Drill

13/64” Drill

Template 1: For 1998 - 2013 Harley 
Right Saddlebag - Grommet Hole

Cut out. 
(place over existing attachment 

rubber grommet)

Top Inside of Saddlebag

Template 2: For 1998 - 2013 Harley 
Left Saddlebag - Amplifier Plug

Top Inside of Saddlebag

Cut out, mark and 
router opening for 
wire plug.

Cut out. 
(place over existing attachment 

rubber grommet)
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Drill 53/64” Dia. Hole

13/64” Drill

13/64” Drill

Template 3: For 2014 - 2017 Harley 
Right Saddlebag - Grommet Hole

Cut out. 
(place over existing attachment 
rubber grommet and hardware)

Template 4: For 2014 - 2017 Harley 
Left Saddlebag - Amplifier Plug

Cut out. 
(place over existing attachment 
rubber grommet and hardware) Cut out, mark 

and router 
opening for wire 
plug.
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WARRANTY REGISTRATION FORM  Please fill out this card completely and mail it immediately after purchase. Please be sure that your zip code  
and serial number (if applicable) are legible. This will help us to serve you better. 

(PLEASE PRINT)

Name ______________________________________________________________________________________________________________________________________________________  

Address _____________________________________________________________________________________________________________________________________________________  

City _______________________________ _________________________________State __________________________ Zip ______________________________________________________

Motorcycle m Other m                                            E-mail ______________________________________________________________________________________________________

Make ___________________________________________  Model ______________________________________ Year __________________

Product part number ______________________________________________________________________

Serial number (if applicable)________________________________________________________________

Date of purchase _________________________________________________

Name of dealer it was purchased from ____________________________________________________________________________________

 Mail to: 
 J&M Corporation
 1415 S. Cherry Avenue
 Tucson, AZ 85713
 U.S.A. 

WARRANTY AND REPAIR INFORMATION

TWO YEAR LIMITED WARRANTY In order to facilitate the servicing of this warranty, the Warranty Registration Form should be filled out and 
returned within 10 days of the date of purchase. However, return of the Warranty Registration Form is not a precondition of this warranty, 
and this Warranty will be observed by J&M CORPORATION whether or not the Warranty Registration Form is returned,  
on the condition that other satisfactory evidence of the date of the original purchase is provided to J&M CORPORATION.
WHO PROVIDES THE WARRANTY?  This warranty is provided by J&M CORPORATION.
WHO IS PROTECTED?  This warranty is extended only to the original owner of this J&M CORPORATION product and may not be 
transferred or assigned.
WHAT IS COVERED AND HOW LONG?  This warranty covers all defects in material or workmanship of our product for a period of  
2 years from date of original retail purchase. At its option, J&M CORPORATION will repair or replace any defective part(s) or  
equipment.
The provisions of the warranty shall not apply to any unit which has been subjected to misuse, neglect, incorrect mechanical or  
electrical installation, unauthorized modifications, accident, nor to units which have been repaired or altered outside of our factory.
PROCEDURE FOR OBTAINING PERFORMANCE OF WARRANTY  In the event that the product does not conform to this warranty, the product 
should be shipped prepaid to the J&M CORPORATION service facility. Transportation charges, insurance fees, and labor costs for shipment, 
removal, or reinstallation of our product are not covered by this warranty. Loss or damage in shipment is the sole responsibility of the freight 
carrier.
FOR YOUR INFORMATION  Repair as provided under this warranty is the exclusive remedy of the consumer. J&M CORPORATION shall 
not be liable for any incidental or consequential damages or for breach of any express or implied warranty on this product. Except to the 
extent prohibited by applicable law, any implied warranty of merchantability or fitness for a particular purpose on this product is limited 
in duration to the duration of the warranty. Some states do not allow the exclusion or limitation of incidental or consequential damages, 
or allow limitations on how long an implied warranty lasts, so the above limitations or exclusion may not apply to you. This warranty gives 
you specific legal rights which vary from state to state.
J&M CORPORATION reserves the right to make changes in design and to make improvements in its products without the obligation to 
incorporate the changes or improvements in any of its previously manufactured products.
J&M CORPORATION has not authorized anyone to make representations or warranties other than the warranty contained herein.
The above warranty is effective for all products manufactured after 10/01/86.
NON-WARRANTY REPAIR RATES  J&M CORPORATION reserves the right to change the labor repair rates without prior notice. At the time 
of this printing the out-of- warranty repair is $40 per hour for labor only. However, the customer is advised to verify the  
current rate when he/she calls customer service to obtain the return authorization number.
FACTORY SERVICE ADDRESS J&M Corporation, 1415 S. Cherry Avenue, Tucson, Arizona, 85713, U.S.A.    Tel: 1-800-358-0881    audio@
jmcorp.com     www.jmcorp.com
CUSTOMER SERVICE NUMBER  1-800-358-0881

Thank you for the confidence you have shown in J & M by purchasing one of 
our innovative products. It will give you many hours of riding pleasure. If you 
have any questions during installation or require more information about this 
product, you may call our Customer service Department (English only, please) 
at 1-800-358-0881, Monday through Friday, 8:00 a.m. to 5:00 p.m. Mountain 
Standard Time, U.S.A.

J&M Corporation
Tucson, Arizona, U.S.A. 
Tel. 1-800-358-0881
www.jmcorp.com
audio@jmcorp.com


