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        Installation Instructions 

   
JMC ROKKER 1000XXR Stage6 4-CH Amplifier Kit for 2024-

2025 Harley StreetGlide 

Part# JMA6-1000HD24-SG 

• Peak Power Output: 2040w Peak Power – 510w x 4CH – 2-ohm load. 

• RMS Output Power: 920w RMS - 230w x 4CH - 2-ohm. 

• Amplifier Class: New high-efficiency Class-D IC circuitry, (no cooling fans needed) properly 

shielded against FM/AM radio interference. 

 

• Manually Adjustable: All controls easily adjustable with a small screwdriver should any changes 

need to be made during the installation. 

 

• Marine Grade Protection: PCB is conformal coated for complete protection against water 

damage in the motorcycle or powersports environment. 

• Power Supply: 12v Digital Switching – Very Low Amperage Draw Compared to Other Brands in 

this Power Range. 
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• Radio Compatibility: Compatible with the stock Harley Radio/200w amp, NO special radio 

flashes or adjustments are needed. 

 

• A2B Converter Available: Add the new JMRK-ZENH-PRO A2B converter to your ROKKER 

1000XXR Amplifier order, to replace the stock Harley amplifier, during the installation. 

 

• Speaker Compatibility: Compatible with any 2, 3 or 4-ohm speakers including stock Harley. 

 

• Mounting Options: Mounts into the in-fairing cradle with JMC bracket and mounting hardware. 

• External Dimensions: 7 ¼ “x 4 ¾“x 1 ¾”. 

• Comparison Rating: ROKKER speaker and amplifier kits provide lower distortion levels, better 

bass response and superior highway performance, compared to stock Harley, Fosgate or Hertz. 

 

   

This new JMC ROKKER® 1000XXR fairing/rear speaker amplifier kit has been designed specifically for 

use on the 2024 Harley StreetGlide. 

Kit includes custom made connection harnesses and is 100% plug-n-play into the StreetGlide’s electrical 

system, providing 4-channels of amplification at 230w RMS power per-channel x4 (920w RMS total) into a 

2-ohm speaker load. 

New high-efficiency Class-D IC circuitry, (no cooling fans needed) properly shielded against FM/AM radio 

interference. 

PCB is conformal coated for complete protection against water damage in the motorcycle or powersports 

riding environment. 

This ROKKER amplifier uses advanced digital switching power supply technology to dramatically reduce 

the 12v current demands on the motorcycle electrical system, compared to other brand amplifiers in this 

power range. 

Compatible with the stock Harley radio/200w amp, NO special radio flashes or adjustments are needed. 

OR ,,, Add the new JMRK-ZENH-PRO A2B converter to your ROKKER 1000XXR Amplifier order, to 

replace the stock Harley amplifier, during the installation. This A2B converter will be included with your 

ROKKER amplifier kit, with the wiring harness and DSP programming configured specifically for the 

ROKKER amplifier. This will ensure that your new ROKKER amp kit is100% plug-n-play. 

The included USB computer cable is to allow the rider to custom configure the DSP built into the JMRK-

ZENH-PRO by downloading the APP from the NAV-TV website here: https://navtv.com/products/NTV-

KIT1022/zen-h-pro.html . 

Amplifier mounts into the in-fairing cradle with JMC bracket and mounting hardware. 

This new ROKKER series amplifier comes out of the box already dialed in for this specific stock or custom 

speaker configuration, to provide lower distortion levels, better bass response and superior highway 
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performance, compared to stock Harley, Fosgate or Hertz. 

Also included are our custom made heavy-gauge power and ground wires used for the fused battery & 

frame connections, along with all necessary mounting hardware & complete installation/operation 

instructions. 

Amplifier itself measures 8 ¼ x 5 ¼ x 1 ¾. 

 

 

1. Remove the outer front fairing, windshield, seat and fuel tank. 

2. The fuel tank has 2 rubber line connections to slip off the nipples, one electrical connector under left 

side forward and the main fuel supply line to disconnect by pushing on the sleeve. Then simply slide the 

small fuel lines out of the clips as you lift up on the fuel tank itself. 

3. Unplug and remove the stock amplifier that is mounted behind the in-dash screen face. 

4. Slide the new ROKKER amplifier down into the cradle, with the rubber padded gasket toward the back 

of the touch-screen radio case, then slide to a position just to the left of center. 

 

5. Then secure the mounting plate in place, into the cooling fin groove, with the stainless-steel bracket, ¼” 

x ½” hex head bolt with the star washer on top and 1” flat washer under the bracket and tighten, but do 

not overtighten. 

6. IMPORTANT NOTE: If installing the new JMRK-ZENH-PRO A2B converter, skip steps 7-10. 

7. Unplug the 2-pin plugs going to each speaker housing. 

8. Plug the harness into the amplifier that has the 10-pin white plug on it, then route the speaker wires 

from that harness, down thru the floor of the cradle, to both the left and right-side speaker plug 

connections and push them together until you feel the “click”. 



 

9. Route the 2 cables that are already connected to the amplifier RCA inputs, down thru the floor of the 

cradle and plug them into the corresponding speaker plug wires, that are left open, from when you 

unplugged the original speaker cables. 

 

 

10. Now unplug the 4-pin plug under the cradle that has the blue wires in it, and then plug the 

corresponding plug from the output of the ROKKER amp harness, to the corresponding 4-pin plug, at 

which time the other 4-pin plug will be left open. 

11. Unclip and remove the items/trays on top of the battery and connect the amplifier main power cable to 

the battery posts, RED to Positive+ and BLACK to Negative-. 



 

12. Unclip the top of the plastic main wiring harness channel assembly and route the amplifier’s main power 

cable, thru this channel and forward into the fairing, just below the amplifier and plug in. 

 

 



13. Now connect the main power cable to the corresponding plug on the amplifier. 

 

14. Locate the 12-pin black plug with blue wires in it, right behind the battery box, under the seat and 

unplug it. 

15. Then plug in-series with those two plugs, the ROKKER wire harness with the long orange wire on it. 

The 4-pin plug with blue wires will now connect to the rear speaker wiring harness. 

 

16. Then run the orange wire forward, alongside the main amplifier power cable, and plug into the 

corresponding plug on the amp harness. Then snap back into place and re-secure the plastic main wire 

harness channel. 



17. IMPORTANT NOTE: If your are installing the new JMRK-ZENH-PRO A2B converter as shown below, 

skip step 18. ALSO disregard steps 7-10. 

 

18. Peal the backing off of the pregummed Velcro strips from the top of the amplifier, and then position the 

stock Harley amplifier on top of the ROKKER amp, as far left and as far back as possible toward the 

rear of the touchscreen radio, then press down on to the Velcro pads. Then plug the Harley amp back 

into the stock wire harness. 

 

 



19. Peal the backing off of the pregummed Velcro strips from the top of the amplifier and then position the 

A2B converter on top of the ROKKER amp, all the way to the left side, then press down on to the Velcro 

to secure. Then plug the A2B converter into the stock wiring harness and ROKKER amplifier plugs as 

shown. 

  

20. Plug the JMC audio test USB stick with adapter into the corresponding USB-C plug inside the cell-

phone tray, just below the radio. 

21. Turn on the ignition and test all audio functions for proper operation and volume levels, using the USB 

thumb drive as a test music source. If music doesn’t play immediately with the test thumb drive, unplug 

the USB thumb drive and then plug back in. 

22. If all is correct, turn off the ignition and secure all cables and wires with the tie straps provided. 

23. Then re-install the fairing, windshield, fuel tank and seat. 

 

Thank you for the confidence you have shown in J&M Corporation by purchasing one of our 

innovative products. 

If you have any questions or comments about this product, you may contact us at USA 1-520- 624-

7000 Monday thru Friday, 8:30AM thru 4:30PM Mountain Standard Time



 


